
Key Performance

•• Up to 600 slices / minute / lane

•• 5% more raw slices per pound 
(minimum)

•• Consistent slicing accuracy and 
laydown, each and every slice, belly 
after belly, shift after shift

•• Available with 3 or 4 lanes

•• Fast & easy loading with independent feeds 

•• High performance, controlled weight precision slicing

•• Full yield control with minimal giveaway

•• Uniform appearance, texture and quality of end product

•• Interface with microwave cooker for consistent cooked weights

The world’s first slicer 
with four independent blades, feeds and vision systems

IBS 4600 Precooked Bacon Slicer



KONTAKT

Thurne-Middleby Ltd 

Gresham House • Pinetrees Business Park • Salhouse Road • Norwich NR7 9BB • Großbritannien

Tel. +44 (0)1603 700755 • Fax. +44 (0)1603 700844

Thurne USA

4300 West Bryn Mawr Avenue • Chicago, IL 60646-5943 • USA

Tel: +1 773 478-9700   Fax: +1 773 478-8689

info@thurne.com 

www.thurne.com 

Technical Information

Feed Continuous

Blade Involute

Max. speed 600 rpm / lane

Slice thickness 1 to 6 mm

Max. cutting area (WxH)
11” x 2.5” 
280 x 64 mm

Max. product length
36”
915 mm

Outfeed belt width 1330 mm (4 lane)

IBS 4600 Precooked Bacon Slicer

Services

Electrical

380V to 480V ± 10% 
50/60Hz @ 22kVA 
3 Phase + Earth (No Neutral)

Rated Current 
33A @ 380Vac and 26A @ 480Vac

Running current 
13A @ 380Vac and 10A @ 480Vac

Air
22 Normalised litre/min 
0.5MPa (72.5 PSI) minimum

Weight
8820 lbs
4000 kg

Thurne-Middleby 2015
Thurne-Middleby 2015
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CONTACT

Thurne-Middleby Ltd 

Gresham House • Pinetrees Business Park • Salhouse Road • Norwich NR7 9BB • UK

Tel. +44 (0)1603 700755 • Fax. +44 (0)1603 700844

       Linco Food Systems

      49 Prince William Dr  Seven Hills NSW 2147 • Australia

      Tel. +61 1300 4 LINCO 

info@thurne.com 

www.thurne.com 

sales@linco.com.au

www.linco.com.au 


